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3. Install control point software

4. Make remote connection
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Note: Add external storage models to a K2 Storage Continue with Quick Start procedures on the reverse side.

System before proceeding.



5. Configure channels 6. Record a clip

Open AppCenter and logon with the K2 administrator account (K2admin/K2admin). If a
licensing message appears, refer to K2 Media Client Release Notes.
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step 8. For more information.

7. Play a clip 8. For more information...

o _ o In AppCenter, click Help | AppCenter Help Topics and Find the complete documentation set for K2 products
@ Select a channel @ select the Player application © Double-click or drag a clip into the play channel read the complete documentation for operating and on the Documentation CD:

configuring K2 Media Client channels.

|He|p

- User Guide
- System Guide

- Service Manual
T System Status Service Manua
Location: K2-0145000015 A deFault A Center Hel TO ics - Storage SyStem Manual
pp p fop - RAID Instruction Manuals
L O In: Qut: Ler—.
S el s 00000000 00:00 S 00:00:13,05 About AppCenter
YDCP 00:00:13,05
Player [ D e« [« » o ¥ . : L .
TR Go to http:www.thomsongrassvalley.com/support, click Use the following information to contact
(& G <nedp N Troubleshooting/FAQ and search the FAQ Knowledge Bank. product support by phone during business
for warranty and contract customers.
_— e Adiess €] hutp:fjwaw thomsongrassvaley.comjsupport] -
— L International 180080802020  Htaly 390224131601
Gy — — | (France) +33148252020 +39 06 87 20 35 42
Eiect the cli Play the cli e — | R s s Login i International +800 547 8949 Belarus, Russia, Ukraine, +7 095 258 09 20
e JeC ec p o y p et — — Soarch Toxt (ontional (United States, Canada)  +1 530 478 4148 Tadzikistan, Uzbekistan  +33 (0) 2 334 90 30
[»] e o [ o e 5 pamletosiosd seave Hong Kong, Taiwan +85225313058  Indian Subcontinent  +91 11 515 282 502
oforing cvervehing fom Searchy sortby . Korea, Macau +91 11 515 282 504
| e et = = fommasor=] et Australia, New Zealand ~ +611300721495  Germany, Austria, E. Europe +49 6150 104 44
that are out of praduction | | 1612 Answers Found Page:[1 ~[of76 Go| ) Central, South America +55 11 5509 3440 Near East, Africa +33148252020
troubleshosting and inform [AuswerD | Product  |SubProduct | Summary | China +861 066 0159 450  Netherlands +31 (0) 35 62 38 421
24 hours 3 day. These res:| | L0 1256 mutiple mutiple DOWNLOAD THE LATEST SOFTWARE? Belgium +32(0)23349030  Northern Europe +45 45 96 88 70
‘ 2 1878 S‘EJ\;:QSE/ Shared M-Series &EE;\/&FSIE‘S&n&\gg;e/ﬂvmwave/ﬁewme Bulletins/Senvice Japa" +81 3 5484 6868 Slngapore +65 6379 1313
Lo e S |55 T Cpem  TebamTEEm (AR Malaysia +60378053884  Spain +41487 80 02
Storage Middle East +9714 299 64 40 UK, Ireland, Israel +44 118 923 0499
5 1084 Switchers Kalypsa Kalypso - Still Store LAN issues
6 1733 Switchers KayakDD How do | install Kayak-DD Side Panel Software?
7 257 Routers SMS 7000 SMS7000-Software Upgrades.
& | 8 1784 Switchers KayakDD My Kayak-DD-1 seerns to Glitch on Wipe tvanﬁmunﬁ‘lllﬂ | |
— < Refer to the AppCenter Help menu for complete operating instructions. Refer to o grassvalliey

step 8. For more information. Copyright © 2007 Grass Valley, Inc.



	071-8576-00t1.pdf
	071-8576-00t2.pdf

