K2 ASI Media Client 1. Make cable connections and, if necessary, configure network
Quick Start Guide

“Shared storage ASI connections RS-422 connections
071-8676-00 August 14, 2008 You must add the K2 ASI device to a K2 Storage System. Two ASI input connectors are available to receive Connect the RS-422 ports to control the device from an
Before you begin, unpack the following items... Refer to step 3 for more details. MPEG-2 transport streams. Only one can be automation system. Refer to the K2 ASI Media Client
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3. Set-up system configuration 4. Make remote connection

@ Press both bezel-release buttons and flip down front bezel. K2 ASI Media Client Network configuration Control point PC @ Open the K2 ASI video application and connect as Configurator.
In Network Connections, configure Control Connection #1 ‘ / @ St the A input, ight-cick and choose Soan new npet
(NIC Port 1). Set IP address and other network properties for \

establishing the connection to the K2 Storage System control
network

Add the K2 ASI Media Client to a K2 Storage System
@ Log-on to the K2 Storage System control point PC.

(3) Input sources become available for record.
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Continue with Quick Start procedures on the reverse side.



5. Scan inputs

Control point PC
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0 Select the ASI input, right-click and choose Add input.

Select an ASI connector (1 or 2)
and click Next.
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@ The live programs appear
in the Inputs view.
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Control point PC
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9 Add a new clip and set its
characteristics.

@ Click the Record button.
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6. Set-up a Record Channel

Control point PC
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o Select a channel and drag it into the record area.
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@ Select the Record-list mode,

click Next and set-up
the record parameters.

8. For more information...

© Manual record
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Video client - Sapphire-K2-Temp

@ Record-list control becomes
available in the Outputs view.
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In the Video Client, click Help | Help and read the
complete documentation for operating and configuring K2
ASI Media Client channels.
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Find the complete documentation set for K2 products

on the Documentation CD:

International
(France)
International

(United States, Canada)
Hong Kong, Taiwan

Korea, Macau

Australia, New Zealand
Central, South America

China
Belgium
Japan
Malaysia
Middle East

- System Guide

- Service Manual

- Storage System Manual

- RAID Instruction Manuals

Use the following information to contact
product support by phone during business
hours. Afterhours phone support is available
for warranty and contract customers.

+800 80 80 20 20
+33148252020
+800 547 8949
+1530 478 4148
+852 2531 3058

+61 1300 721 495
+55 11 5509 3440
+861 066 0159 450
+32 (0) 2 334 90 30
+81 3 5484 6868
+603 7805 3884
+971 4299 64 40

Italy

+3902 241316 01
+39 06 87 20 35 42

Belarus, Russia, Ukraine, +7 095 258 09 20
Tadzikistan, Uzbekistan ~ +33 (0) 2 334 90 30

Indian Subcontinent

+91 11 515 282 502
+91 11 515 282 504

Germany, Austria, E. Europe +49 6150 104 44

Near East, Africa

+33148252020

Netherlands +31 (0) 35 62 38 421
Northern Europe +454596 88 70
Singapore +65 6379 1313
Spain +41 487 80 02

UK, Ireland, Israel +44 118 923 0499
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