K2 Media Client 1. Make cable connections and, if necessary, configure network
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3. Install control point software

Note: You can skip ahead if you are:

4. Make remote connection

o Press both bezel-release buttons and flip down front bezel

, . , i Open the AppCenter shortcut.
: ® Using the Grass Valley control point PC. Skip to step 4. Control point PC @ or PP
S 5 B ® Accessing the K2 Media Client locally only. Skip to step 5. u‘ —— 9 Logon to AppCenter with the
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two minutes and the K2 Media Client is
ready for remote connection and
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Note: Add shared storage models to a K2 Storage

5 Continue with Quick Start procedures on the reverse side.
System before proceeding.



5. Configure channels

o Open AppCenter and logon with the K2 administrator account (K2admin/K2admin). If a
licensing message appears, refer to K2 Media Client Release Notes.

@ Click System | Configuration.
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Compression format: MPEG

| Ganging Long GOP: Yes (IBEPBBPBEPBEPEE)

e Click tabs, buttons, and scroll bar

Chroma format: 4:2:2 )
GPI .
Recordng data rate: 100 Mbjs < / to locate settings.
Panel Video Input:

Remote Tnput type: 501 ¥ | 6 Select from drop-down lists
1 Soonen to make settings.
T Security e

Audic input type:  Embedded

MNumber of audio inputs: 8 C— e C|ICk OK and Yes
~ @1 Embedded input group{s): Group 1&2 &y to Save Settings..
|
Find commonly modified settings... And configure as follows:
System — Video standard: Select NTSC or PAL. Restart to put change into effect.
Channel—[Pn_ \— Video output format: Select a SD format (NTSC or PAL), 720p or 1080i.
Channel—[Rn_\— Audio Input: Select AES/EBU or Embedded. (Only models with record)
Channel—[Rn__ \— Number of audio inputs:  Select2, 4, etc. (Only models with record)
\ y

7. Play a clip

o Select a play channel 9 Select the Player application e Drag a clip into the play channel

(P1, P2, P3, or P4)
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HD/SD playout

When you play a SD clip on a
O Play the clip channel configured for HD
output, the clip is

automatically up-converted to
HD. Likewise, when you play a
HD clip on a channel
configured for SD output, the
clip is automatically

. down-converted to SD. )

© Eject the clip

r— — Refer to the AppCenter Help menu for complete operating instructions. Refer to
step 8. For more information.

6. Record a clip

Note: This step applies only to models that have a record channel.

@ Adjust audio

Il

Click ‘41 again to
close the audio
control

@ Select a record channel @ Select the Recorder application

(R1 or R2)
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G Rename clip e Stop record 0 Begin record
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Timecode for Record

On the AppCenter menu, click
Recorder | Options. On the
Options dialog box click
Timecode and select VITC,
LTC, or Internal timecode for

Use keyboard or recording and display.
on-screen keypad. \\

Refer to the AppCenter Help menu for complete operating instructions. Refer to
step 8. For more information.

8. For more information...

In AppCenter, click Help | AppCenter Help Topics and Find the complete documentation set for K2 products
read the complete documentation for operating and on the Documentation CD:
configuring K2 Media Client channels.
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